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1 Summary

The NOAA Geostationary Operational Environmental Satellites (GOES) carry instruments for space weather
and terrestrial weather. On each GOES satellite there is an X-Ray Sensor (XRS) which provides solar X-ray
irradiances for the wavelength bands of 0.5 to 4 Å (short channel) and 1 to 8 Å (long channel). Measurements
in these X-ray bands have been made by NOAA satellites since 1974 and the design has changed little during
that time period (Garcia, 1994). The operational (real time) data comes came from from the NOAA Space
Weather Prediction Center (SWPC). Both operational and science-quality data are provided by the NOAA
National Centers for Environmental Information (NCEI).

This ReadMe discusses reprocessed, science-quality GOES-8 through -15 XRS data. It focuses on the
highest-cadence (2- or 3-s cadence) data products. Links to this data, a User’s Guide for the higher order
(Level 2) products, and the GOES-R (GOES-16 through -19) data are provided in Section 7. Science-quality
GOES-1 through -7 XRS data will become available in the coming year.

Users of the GOES XRS science-quality data are responsible for inspecting the data and understanding
the known caveats prior to use. Please send an email to swx.irradiance@noaa.gov if you have questions
about the GOES-8 through -15 XRS data or if you wish to be notified of updates to GOES XRS (or GOES
Extreme Ultraviolet Sensor) data sets.

2 GOES X-Ray Sensor (XRS)

On GOES-1 through -15, the XRS detectors were based on two gas-filled ion chambers, one for each band.
Sweeper magnets deflected incoming electrons away from the assemblies so that only X-rays are measured.
The ion cell detectors and the detector/filter combinations that make the spectral bandpasses nearly identical
between these and earlier satellites. For each sensor, the short wavelength cutoff is defined by the ion cell,
while the long wavelength cutoff is defined by the thickness of the beryllium (Be) filter. A description of the
GOES-8 instrument is given by Hanser and Sellers (1996). Figure 1 shows the normalized detector responses
for the short and long wavelength bands. Response functions are provided with the irradiance data.

The data cadence varied for the different satellites. The GOES-8 through -12 (GOES I-M series) mea-
surements were at a 3-s cadence, and the GOES-13 through -15 (GOES NOP series) measurements were at
a 2-s cadence. There is no high-resolution (i.e., 3-s cadence) data available for GOES-9, although 1-minute
averaged data is available.
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Figure 1: Response functions for XRS-A (left) and XRS-B (right). There are only minor differences between
the three satellites.

GOES satellites are in geostationary orbits above the equator at an altitude of approximately 36,800
km. Near the equinoxes, each satellite’s line of sight to the Sun is eclipsed by Earth each day for up to
approximately 70 minutes. In order to have continuous operational data coverage, NOAA maintains two
operational GOES satellites; these are at geostationary locations that are 60 degrees apart. One satellite is
designated by NOAA as primary, and the other satellite is designated as secondary (i.e., back-up). Figure
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2 shows the primary and secondary GOES satellites for the XRS data. Table 1 lists the launch dates and
the date ranges for the science-quality data for GOES-8 through -12. The primary and secondary GOES
satellites for XRS since 1986 are listed in Table 11 in Appendix A and details for data availability are given
in Appendix B.

Table 1: Dates of Satellite Launch and Science-Quality Data
Satellite Launch Data Start Data End
GOES-8 1994/04 1995/01 2003/06
GOES-9 1995/05 1996/04 1998/07

GOES-10 1997/04 1998/07 2009/12
GOES-11 2000/01 2006/06 2008/02
GOES-12 2001/07 2003/01 2007/04
GOES-13 2006/05 2013/06 2017/12
GOES-14 2009/06 2009/09 2020/03
GOES-15 2010/03 2010/04 2020/03

Figure 2: XRS measurements for GOES satellites between 1975 and 2025, with primary and secondary status
noted by colored bars. Prior to 1986, the original designations of primary and secondary satellites are not
known. Currently, science quality data is available for GOES-8 through -19.

For the first seven years after its launch in 2006, GOES-13 measurements were unstable due to an
electronics problem; it is suspected that a capacitor failed. This resulted in a periodically changing calibration
and periods of data inversion, referred to as “anomalous mode”, where flares appeared as dips. While this
mode is obvious during flares, when the signal is low, the anomalous and normal modes are indistinguishable.
The science-quality data for GOES-13 begins in June 2013 when GOES-13 XRS ceased to go into anomalous
mode.
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3 Science-Quality Irradiances

The retrospective XRS science-quality data has been reprocessed with many corrections. The science-quality
data differs from the operational data in several ways.

First, in the science data, the calibration coefficients are smoothly varying values, while sporadic calibra-
tion updates in the operational data resulted in step functions in the irradiances. The X-ray irradiance in
each channel is calculated as

Irradiance [W m�2] = (Counts �B) �G=C (1)

where B is the background, G is the gain, and C is the units conversion factor. The background values
are really electronic offsets, and are measured when the satellite is pointed away from the Sun. The gain
is also examined on orbit, but does not change much from its pre-launch values. For GOES-8 through -12
data, only irradiances instead of counts data was available for the reprocessing, and so these background
adjustments could not be made on this data, as discussed in Section 3.3.

Second, as described in Section 3.1, the science-quality data was corrected so that it does not contain
the SWPC scaling factors. Figure 3 shows an example of the differences between the rescaled and smoother
science-quality data and the original operational data.
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Figure 3: Comparison of operational (orange) and science-quality (blue) 1-minute averaged GOES-15 XRS-B
data for the month of April 2019. The operational data has the original SWPC scaling and a discontinuity on
18 April due to a background adjustment. The science-quality data reflects the revised scaling and smooth
calibration changes.

A third major adjustments were bandpass corrections. In the operational data, for GOES-1 and -2, a
solar spectrum was presumed, while for all later satellites, a flat spectrum is presumed. After GOES-2, the
units conversion factor of Eq. 1 includes a factor in the denominator for the width of the bandpass. The
science-quality data GOES-1 and -2 is rescaled to a flat spectrum. After GOES-2, in the operational data,
the assumed XRS-B bandpass is the same for all of the satellites (1 to 8 Å), however the XRS-A bandpass
was 0.5 to 3 Å for GOES-3 through -12 and 0.5 to 4 Å for the later satellites. For the science-quality data,
for GOES-3 through -12, the XRS-A irradiances are rescaled to have a 0.5 to 4 Å bandpass.

A fourth major correction for the science-quality data was the revision or creation of data quality flags.
For some of the satellites, the science-quality flags are similar to those in the SWPC operational data, but
with corrections as to where the data is flagged. For other satellites, there were no operational data quality
flags, and so the flags in the science-quality data are new.
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3.1 Flare Magnitudes

The magnitude of a flare (i.e., the flare index) is defined by SWPC based on the 1-minute average of the
GOES operational irradiance in the XRS-B channel at the peak of the flare. Flare indices, denoted by
a letter and a number based on the log10 peak irradiance of the flare, are X: 10�4 W m�2, M: 10�5 W
m�2, C: 10�6 W m�2, B: 10�7 W m�2, and A: 10�8 W m�2. For instance, an M5 index is defined for a
5 � 10�5 W m�2 peak irradiance, and an X2.4 index is defined as an irradiance level of 2:4 � 10�4 W m�2

peak irradiance. The flare index is defined by the truncated (not rounded) irradiance; e.g., a flare with peak
irradiance of 4:19 � 10�5 W m�2 is an M4.1 flare. An XRS Level 2 (L2) product useful for flare detection is
the flare summary product which provides flare peak irradiances, flare indices, and peak times.

A notable correction in the GOES-8 through -15 science-quality data is that the ”SWPC scaling factors”
have been removed. Prior to GOES-16, the operational data had scaling factors applied by SWPC which
adjusted the GOES-8 through -15 irradiances to match those from GOES-7; this has since been determined
to be incorrect and to convert the scaled operational irradiances to the true irradiances, it was necessary
to divide out the SWPC scaling factors of 0.85 (for XRS-A) and 0.7 (for XRS-B). The scaling factors have
been removed from the science-quality GOES-8 through -15 data and are not used in any data for the new
GOES-R series (GOES 16-through -19).

Because of the SWPC scaling factors in the operational data, flare indices for the operational data were
reported as 42% (1.0/0.7) smaller than for the science GOES 13-15 and GOES-R data (e.g., an X2.5 class
flare reported operationally for GOES-15 is an X3.6 class flare for the GOES-15 science-quality data and for
GOES-16).

3.2 Time

The time variable, time[secs] = Time[UTC] � base time[UTC], is an elapsed time in units of “secs since
base time” calculated without including leap seconds that occurred since base time. Time stamps can be
calculated by the user in Coordinated Universal Time (UTC) as

Time[UTC] = base time[UTC] + time[secs] + n[secs] (2)

Set n = 0 for a time conversion function which ignores leap seconds (e.g., Python cftime.num2date or
netCDF4.num2date) and n = number of leap seconds since base time to include leap seconds. The
base time is 2000-01-01 12:00:00 UTC form GOES-13 through -15, and 1970-01-01 00:00:00 UTC for GOES-
12 and earlier. It should be noted that the reference epoch of “2000-01-01 12:00:00 UTC” is not the same as
the J2000 epoch, because the latter is given in terrestrial time (TT) units which differ by more than a minute
from UTC. For a table of leap seconds, see https://www.nist.gov/pml/time-and-frequency-division/

time-realization/leap-seconds.

3.3 GOES-8 through -12

Figure 4 shows the GOES-8 through -12 XRS-B daily average irradiance. As noted earlier, the GOES-8
through -12 irradiance data was reprocessed from SWPC operational irradiance data, not from counts data.
This permitted scaling corrections, but not a correction to the background. In the original data, background
adjustments were made infrequently, resulting in artifacts in the irradiances that could not be corrected in
the science-quality data.

Time periods where the background levels were set too high in the original processing resulted in negative
irradiances whenever X-ray signals were low (Eq. 1), and these negative values were then reset to the
minimum threshold. This has little impact on flares and high irradiance periods, but during solar minimum,
this sometimes results in extended periods with mostly flat irradiance values and only higher irradiances for
flares. This behavior starts in 2007 as can be seen in Figure 4 and in detail for one day in Figure 5. Specific
dates of these flat signal periods are given in Section 6.

As described by Simöes et al. (2015), the digitization of the GOES XRS data is larger than the Poisson
noise from photon counting statistics, and results in noticeable trends and jumps at low irradiance levels.
GOES-8 through -12 had three different gain ranges and the digitization is apparent at the edges of these
ranges. For GOES-10, the contractor changed the electronics to reduce the noise level of the XRS which
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had the unintended consequence of enhancing the digital steps or quantization at low levels for the 1-minute
averaged data. Figure 6 shows an example of the impacts of the digitization on the irradiance signal.

Figure 4: GOES 8-12 XRS-B daily average irradiance.

Figure 5: GOES-10 XRS-B 1-minute irradiance on February 12, 2009. This day shows the flat irradiance
punctuated by two B-class flares.
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Figure 6: GOES-12 XRS-B 1-minute irradiance on March 29, 2007. This day shows the effects of digitization
in the irradiance signal, with jumps and discrete, flat signals at different magnitudes.

3.4 GOES-13 through -15

Figure 7 shows the GOES-13 through -15 XRS-B daily average irradiance. This science-quality data was
reprocessed from raw counts.

Presumably due to the anomalous mode issue (discussed in Section 2), when the pre-launch units con-
version factor is used for C in Eq. 1, the resulting GOES-13 XRS-B irradiances are 26% lower than those
for GOES-15. Due to the size of this discrepancy, C was revised so that it scales GOES-13 XRS-B to
GOES-15 XRS-B for all measurements which overlap in time. A discrepancy persists, though, and so further
adjustment may be warranted in a future version. For XRS-A, it was not necessary to change C from the
pre-launch value. Due to the anomalous mode and the XRS-B scaling, we recommend using GOES-13 only
as necessary for gap-filling.
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Figure 7: GOES 13-15 XRS-B daily average irradiance.

3.5 Intersatellite Comparisons and XRS-A Discrepancy

Table 2 shows the ratios between the different satellites during their overlap periods. Because the signals for
GOES-8 through -12 satellites sometime went to a minimum threshold, especially at ends of missions when
overlap was measured, these ratios were made using flare peak values.

There is a significant discrepancy in the XRS-A irradiances between the earlier satellites and the GOES-
R satellites; the ratio of XRS-A for GOES-15/GOES-16 = 0.777. Although there are slight differences in
the detector response functions, the primary source of this discrepancy remains under investigation. Recent
evidence (based on intercomparisons with other satellite measurements and the careful calibration of XRS
instruments on GOES-R) points to the error being in the calibration of the GOES-1 through -15 XRS
instruments. If warranted by further satellite intercomparisons, a new version of the GOES-1 through -15
data may be released with an adjustment to the XRS-A calibrations.
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Table 2: Satellite Intercomparisons
Satellites XRS-A Ratio XRS-B Ratio
19/16 0.979 1.007
18/16 0.992 0.989
17/16 0.998 1.008
15/16 0.777 0.923
14/15 1.031 0.921
13/15 1.011 1.164
11/12 0.971 0.946
14/101 0.874 1.109
12/10 1.015 0.953
11/10 0.970 0.889
8/10 0.972 0.939
9/8 1.043 1.058
1 Based on a very small sample size.

4 XRS Data Products

The data products for GOES-8 through -15 XRS are listed in Table 3. Data availability is provided in
Appendix B. Depending on the file type, daily files as well as yearly and mission aggregations are available
for most products. Details of the higher order products can be found in the User’s Guide for GOES-R XRS
L2 Products.

Table 3: Summary of XRS Products
Product Name Description
high cadence irradiances irrad XRS irradiances at a 2-s or 3-s cadence
1-min irradiances avg1m 1-minute averages of XRS irradiances
flare summary flsum flare detection flags such as start and peak
flare detection1 fldet flare detection status for every minute
daily averages bkd1d daily irradiance and background averages
flare report2 flrpt composite flare list for all satellites
plots – monthly, yearly, and mission-duration plots
1 Most users should use the the 
are summary instead of the 
are detection product. See

warning in GOES-R XRS L2 Readme.
2 The 
are report will be available in Spring 2025.

Available plots include: monthly and yearly high-cadence data for each satellite; yearly and mission-
length 1-minute average data for each satellite; mission-length daily background and daily average data for
the GOES 8-12 and GOES 13-15 satellite series; and yearly and mission-length flare summary data for each
satellite.

The flare summary files list tens of thousands of flares that were detected for these satellites. Table 4
gives the flare totals for each satellite. The new flare report product, which will be available in Spring 2024,
will provide a single composite list of all of the flares measured by GOES satellites including the timing,
irradiances, and flare locations.
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Table 4: GOES-8 through -15 XRS-B Solar Flares
Flare Class GOES-8 GOES-9 GOES-10 GOES-11 GOES-12 GOES-13 GOES-14 GOES-15

X 85 8 143 4 65 50 1 58
M 1422 89 1830 20 479 573 47 885
C 14287 1264 17180 218 4235 5928 739 10768
B 6738 3062 9595 1805 6987 4896 3187 8784
A 259 102 308 162 209 249 211 245

Total 22791 4525 29056 2209 11975 11696 4185 20740

The GOES-8 through -15 science-quality data products were created to have nearly identical formats to
the later GOES-R data products. Several notable differences between the GOES-8 through -15 data and the
GOES-R data (which will be apparent in the GOES-R XRS L2 Products User’s Guide) and are listed below.

1. The GOES-R L2 User’s Guide lists two products, 1-second irradiances and flare location, that are not
available for GOES-8 through -15.

2. Flagging for the GOES-8 through -15 L2 data is necessarily slightly different than for GOES-R. Flagging
is defined in the NetCDF file metadata and discussed in Section 5.

3. The L2 User’s Guide mentions additional XRS detectors. GOES-R has two sets of detectors for each
channel resulting in XRS-A1, XRS-A2, XRS-B1 and XRS-B2, while earlier satellites have just one
detector for each channel, called XRS-A and XRS-B. For GOES-R, the L2 primary detectors for the
two channels are identified at each time, and they are named as XRS-A and XRS-B, just as for the
earlier satellites.

5 Data Flags

The data quality flags for the high-cadence irradiances are listed in Table 5 and for 1-minute averaged
irradiances in Table 6. It is recommended that software to decode data flags uses the flag mnemonics instead
of the bit numbers to examine the data. Python code examples to read flags and netcdf data are given on the
NCEI GOES-R webpage. Flags that are specific to the science-quality data are described in the following
subsections.

Relative to the original SWPC data quality flags for GOES-8 through -15, the science-quality flags have
more complete coverage for eclipses, outages and other events and a reduced number of flags. The SWPC
eclipse flag contained just the umbra, but the eclipsed by earth flags in the science-quality data include
both the penumbra and the umbra. The high cadence data files also include the original SWPC flags for
comparison.

Table 5: Quality Flags for High Cadence Data
Bit # GOES 8-12 GOES 13-15

0 eclipsed by earth calibration
1 saturation off pointed
2 bad missing data eclipsed by earth
3 – eclipsed by moon
4 – eclipsed by unknown*

5 – temperature recovery
6 – spike
7 – unknown bad data
8 – saturated*

9 – gain state change*

* Flag is never set.
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Table 6: Quality Flags for 1-Min Averaged Data
Bit # GOES 8-12 GOES 13-15

0 eclipsed by earth bad data
1 saturation eclipsed by earth
2 bad missing data temperature recovery
4 temperature recovery* –

* Flag is never set.

5.1 Temperature Recovery Flag

XRS cools during eclipses, resulting in decreasing background counts over the course of the eclipse. After
the eclipse ends, the instrument slowly warms back up to its pre-eclipse temperature. Depending on the level
of solar activity, this post-eclipse warming may have a major impact on the count rate in which case the
temperature recovery flag is set. This is further discussed in Appendix C. This flag is never set for GOES
8-12.

5.2 Spike Flag

Single-point spikes, significantly above the local noise level, are likely due to galactic cosmic rays. The rate
of these spikes increases dramatically during solar energetic particle (SEP) events. Spikes in the data are
marked with the ’Bad or missing data’ flag for GOES-8 through -12 and with the ’Spike’ flag for the later
data. For GOES-13 through -15 these spikes were identified via a lightly-modified Hampel filter, a type of
median filter particularly suited for removing single-point outliers from time-series data with large signal
variance such as the XRS data.

5.3 Eclipse Flag

The eclipse flag is set for both full eclipse and penumbra-only eclipse events. The eclipse flag is primarily
set during the equinoxes, when the Earth eclipses the satellite’s view of the sun. The method for setting the
eclipse flag is described in Appendix D.

5.4 Saturation and Minimum Irradiance Thresholds

During the most extreme flare events, such as the 2003 Halloween storms, the GOES XRS channels can
saturate. The science-quality data has no saturation events for GOES-9, GOES-11 or GOES-13 through
-15. Saturation events for GOES-8 through -12 are given in Table 7 and saturation thresholds are given
in Table 8. When irradiances are saturated, the ’saturation’ flag is set in the irradiance files, and the
EVENT PEAK SATURATED flag is set in the flare summary file.

Table 7: Saturation Events for GOES-8 through -12
Start Date Time XRS-A XRS-B
2001-04-02 21:51 GOES-8, -10 GOES-8, -10
2001-04-15 13:48 GOES-8*, -10
2003-10-28 11:05 GOES-10, -12 GOES-10, -12*

2003-11-04 19:50 GOES-10, -12 GOES-10, -12
2005-09-07 17:37 GOES-10, -12 GOES-10, -12*

* Saturation duration is <2 minutes.
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Table 8: Irradiance Saturation Thresholds [W m�2] for GOES-8 through -12
Satellite XRS-A XRS-B
GOES-8 7.85 x 10�4 2.42 x 10�3

GOES-9* 7.6 x 10�4 2.2 x 10�3

GOES-10 7.72 x 10�4 2.60 x 10�3

GOES-11* 7.6 x 10�4 2.2 x 10�3

GOES-12 7.95 x 10�4 2.46 x 10�3

* Estimated thresholds.

The XRS detectors have minimum irradiance limits as shown in Table 9. These value are approximate, as
the digitized irradiances and limits are temperature dependent. At the lowest irradiances, when sometimes
the signal can sometimes even appear flat, it can be difficult for the flare detection algorithm to detect the
starts of flares; almost all of the affected flares are B or A class.

Table 9: Minimum Irradiances [W m�2] for XRS-A and XRS-B
Satellite XRS-A XRS-B
GOES-8 1.45 x 10�9 5 x 10�9

GOES-9 1.6 x 10�9 5.7 x 10�9

GOES-10 2.45 x 10�9 5 x 10�9

GOES-11 1.45 x 10�9 5 x 10�9

GOES-12 1.45 x 10�9 5 x 10�9

GOES-13 1 x 10�9 1 x 10�9

GOES-14 1 x 10�9 1 x 10�9

GOES-15 1 x 10�9 1 x 10�9

5.5 Bad Data Flag

The bad data flag is set during periods when the counts are zero or near-zero. Such low counts cannot
be physical because the counts have a large electronic offset. This flag is also set when there are other
unexplained or uncorrectable problems in the data, such as spikes in the high resolution data, gain changes,
and instrument calibrations.

6 Data Caveats

The following are known issues with the data.

1. XRS-A calibration: As discussed in Section 3.5, there remains a discrepancy in the XRS-A irradiances
between the earlier satellites and the GOES-R satellites; the ratio of XRS-A for GOES-16/GOES-15
= 1.34. Evidence suggests that the GOES-R values are correct. This will likely warrant another data
version in the future.

2. GOES-13 XRS-B scaling: As discussed in Section 3.4, GOES-13 had early issues with an ’anomalous
mode’ and has uncertain calibrations. For these reasons, we recommend using GOES-13 data only as
necessary for gap-filling.

3. Electron contamination: XRS is sensitive to background contamination due to energetic electrons. In
the future, a correction may be applied to remove this electron contamination.

4. Lunar eclipse flags: The timing of the eclipsed by moon flag (only available in GOES-13 through -15)
is sometimes misaligned by up to approximately 15 minutes.

5. Digitized data: As discussed in Section 3.3, digitization of the GOES XRS measurements results in
jumps in the smaller irradiances.
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6. Low signal in GOES-8 through -12: As discussed in Section 3.3, there are periods where the irradiances
are at the minimum thresholds except during flares. The periods affected are:

GOES-10: XRS-A in June-December 2008 and January-November 2009;
XRS-B in April-December 2008 and January-November 2009

GOES-11: XRS-B in March-April 2007, September-December 2007 and January 2008
GOES-12: XRS-B in February-April 2007

7. No temperature correction was applied to the irradiances for the earliest dates of the GOES-13 through
-15 data sets. Temperature correction was applied to GOES-13 starting on 23 August 2013, to GOES-14
starting on 1 December 2009, and to GOES-15 starting on 26 April 2010.

8. Where there is missing data, there are no gaps in the timestamps and the variables are set to fill values.
The bad data flags are not always set for missing data.

7 Data Access and Data Versions

The GOES-8 through -15 science-quality XRS data and plots can be accessed from the ”Solar Ir-
radiance” tab at https://www.ncei.noaa.gov/products/goes-1-15/space-weather-instruments.
For the science-quality data, daily files are available for all data products, with the exception of daily
averages. Mission-length aggregations are available for all data products and are located in the main
directories for each product. There are also yearly aggregations for most data products in the same
locations. Table 10 lists the data versions for the science-quality data. Science-quality for GOES-1
through -7 will be available in Spring 2026.

Associated documentation, including the GOES-R XRS L2 User Guide and the responsivity data can
be found on the ”Documentation” tab at this same website.

A link to Python code examples to read the NetCDF files as well as the GOES-R XRS data can be found
at https://www.ncei.noaa.gov/products/goes-r-extreme-ultraviolet-xray-irradiance.

Table 10: Data Versions for Science-Quality Data
GOES

Version Release Date Satellites Data Products Revisions
2-3-0 2024-10-28 13-15 avg1d, fldet, flsum Uses v2-2-0 avg1m.

fldet, flsum Adds sequential flare num.

2-2-1 2025-08-28 13-15 avg1m Decreases file size. Removes electron
contamination flag.

2-2-0 2024-10-28 13-15 avg1m Removes blank files. Corrects flags.
Adds GOES-15 28 Feb - 31 Mar 2011.

1-0-0 2025-01-08 8-12 All Initial data release.

0-1-0 2024-10-03 13-15 irrad Removes blank files. Corrects flags.
Adds GOES-15 28 Feb - 31 Mar 2011.
Removes data gaps from aggregations.

0-0-0 2022-12-10 8-12 irrad Initial data release.

0-0-0 2020-08-31 13-15 All Initial data release.
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Appendix A Primary and Secondary GOES Satellites

In general, there have been two operational GOES satellites for each instrument, a primary and a
secondary. Primary satellite data should be used over secondary satellite data whenever it is available.
There will be gaps in good data for the primary satellites due to eclipses and in-flight calibrations. The
satellites for XRS are listed in Table 11. Where the transition time is unknown, the time is marked as
’00:00’. Satellites are listed in the table only when there are changes; blanks imply no change in the
primary or secondary satellite from the previous line. For GOES-16 and -17, the dates in the table refer
to the start of the science-quality data, not when the operational data became good. For GOES-18,
the start date is when GOES-17 went into storage.

Table 11: Primary and Secondary GOES Satellites for XRS from 1986 through January 2025
Date and Time Primary Secondary

2025-04-07 00:00 18 19
2023-01-10 00:00 18
2018-06-01 00:00 17
2017-02-07 00:00 16 15
2016-06-09 17:30 15 13
2016-05-16 17:00 15
2016-05-12 17:30 14 13
2016-05-03 13:00 13 14
2015-06-09 16:25 15
2015-05-21 18:00 14
2015-01-26 16:01 13
2012-11-19 16:31 15 14
2012-10-23 16:00 14 15
2011-09-01 00:00 14
2010-10-28 00:00 15 none
2010-09-01 00:00 15
2009-12-01 00:00 14
2008-02-10 16:30 10 none
2007-04-12 00:00 11 10
2007-01-01 00:00 10
2006-06-28 00:00 11
2003-05-15 15:00 12 10
2003-04-08 15:00 10 12
1998-07-27 00:00 10
1995-03-01 00:00 8 7
1994-12-11 00:00 8
1988-01-26 00:00 7 6
1986-01-01 00:00 6 5
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Appendix B Data Availability for GOES-8 through -15

The dates of available high-cadence and 1-minute averaged data are provided in Tables 12, 13 and 14.

Table 12: GOES 8-12* 3-Second Data Availability

Year GOES-8 GOES-10 GOES-11 GOES-12
1995 None None None None
1996 None None None None
1997 None None None None
1998 None None None None
1999 None None None None
2000 None None None None
2001 Mar-Dec Mar-Dec None None
2002 Jan-July All None None
2003 None Jan-Apr, Aug-Dec None Jul-Dec
2004 None All None All
2005 None All None All
2006 None Jan-Jun Jul-Dec All
2007 None None Jan-Jun, Aug-Dec Jan-Apr
2008 None Mar-Dec Jan None
2009 None Jan-Nov None None
* There is no 3-second data for GOES-9.

Table 13: GOES 8-12 1-Minute Data Availability
Year GOES-8 GOES-9 GOES-10 GOES-11 GOES-12
1995 All None None None None
1996 All Apr-Dec None None None
1997 All All None None None
1998 All Jan-Jul Jul-Dec None None
1999 All None All None None
2000 All None All None None
2001 All None All None None
2002 All None All None None
2003 Jan-Jun None All None All
2004 None None All None All
2005 None None All None All
2006 None None All Jun-Dec All
2007 None None All All Jan-Apr
2008 None None All Jan-Feb None
2009 None None All None None
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Table 14: GOES 13-15 2-Second and 1-Minute Data Availability
Year GOES-13 GOES-14 GOES-15
2009 None Sep, Dec None
2010 None All Apr, Sep-Dec
2011 None None All
2012 None Oct-Nov All
2013 June, Aug-Dec None All
2014 Jan-May, Aug-Dec None All
2015 All May-Jun All
2016 All Apr-Jul All
2017 All Aug, Dec All
2018 None All All
2019 None All All
2020 None Jan-Mar Jan-Mar
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Appendix C Temperature Recovery Flag

The temperature recovery flag, used for GOES-13 through -15, is set to indicate where the time period
where the XRS counts are decreased after an eclipse period. The relative importance of temperature
on counts is determined by comparing the effect of the cooling on the background counts during the
eclipse to the counts above the background after XRS has warmed for 70 minutes. This algorithm to
set the temperature flag is demonstrated in Figure 8. It should be noted that while these short-term
temperature effects caused by eclipses are flagged and left uncorrected, long-term temperature effects
are corrected in the background measurements.

An additional minor temperature effect that appears on the ends of many eclipses occurs when
an on-board heater tries to partially compensate for the eclipse cooling. The heater often starts too
early or stops too late, causing a small increase in the counts on either or both ends of the eclipse. The
eclipse flags are set to include these bumps. Figure 9 shows examples of these bumps.
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Figure 8: The need to set the temperature recovery flag is determined by comparing the post-eclipse signal to
the signal difference due to cooling during the eclipse. If the post-eclipse signal (at 70-mins after the eclipse)
is less than four times the counts change during the eclipse, the temperature effects are considered significant,
and the recovery period is flagged. The upper plot demonstrates an instance were the temperature effects
were significant, and the lower plot demonstrates an instance of when they were unimportant.
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Figure 9: Two examples of bumps (indicated by arrows) in the counts on one or both ends of an eclipse due
to overcompensation by the on-board heaters. The left plot shows one of these bumps as an eclipse ends
while the Sun is quiet. The right plot shows an eclipse during greater solar activity, with bumps both at the
start and end.
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Appendix D GOES-8 through -12 3-Second Eclipse Flags

Eclipse flags are set in the science-quality data both when the GOES satellite is in full eclipse (the
umbra) where the Sun is entirely blocked by the Earth, and in partial eclipse (the penumbra) before
and after the eclipse when the data shows small dips as the spacecraft enters Earth’s shadow. Figure
6 shows an example of the flags set in the umbra, and Figure 7 shows an example of the flags set in
the penumbra. After 2004, eclipse flags in the science-quality data are based on the SWPC operational
eclipse flag, although they were expanded in duration each day to ensure penumbra coverage.

Figure 10: GOES-8 XRS-B 3-s irradiance (red dots) for four hours on on March 20, 2001. Other colors
indicate the data quality flag settings as indicated on the right y-axis. The approximately 70-minute data
gap is an eclipse during which the ’Eclipsed by Earth’ flag is set.

Figure 11: GOES-8 XRS-A and -B 3-s irradiance for four hours on on March 20, 2001. Points when the
’Eclipsed by Earth’ flag is set in the penumbra for XRS-A are gold and for XRS-B are red.
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